URBAN STANDARD SPECIFICATIONS for PUBLIC IMPROVEMENT MANUAL

TRACER WIRE STATION

SEE DETAIL| 5010.5

NOTE:
¢ LOWEST NOZZLES MUST BE AT LEAST
1'-6" AND NOT MORE THAN

FIRE HYDRANT 1'-11" ABOVE FINISH GRADE.
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CONCRETE THRUST BLOCK
POURED AGAINST
UNDISTURBED SOIL.

DO NOT COVER HYDRANT

DRAIN HOLES OR
TRACER WIRES.

OSSN NS

//\//////>//> /\/ NN

PN

GREURGGEK

IOIOIOIOIN
\ NN \ G

. - ANCHORING TEE.
AS REQUIRED USE ANCHORING
ELBOW WHEN
GATE VALVE REQUIRED. SEE
UNDISTURBED SOIL SPECIFICATIONS

DUCTILE IRON PIPE

NOTES:

1.

2.

WRAP FIRE HYDRANT, PIPE, VALVE, VALVE BOX AND TEE OR ELBOW
IN PLASTIC AS SPECIFIED.

INSTALL TRACER WIRE AS SHOWN ON DETAILED DRAWING
WIRE DETAI."

"TRACER

3. APPLY POLYETHYLENE ENCASEMENT ON PIPE, VALVE, VALVEBOX
FIRE HYDRANT AND FITTINGS.
2 10/21/03 SEE SHEET 2 FOR ADDITIONAL DETAILS.
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